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GUY WIRE (TYP)
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70" TALL COMM s ras /
TOWER (TYP 2)

INSTALL A BERM  _
AND SWALE PER ™~
NOTE 1 (TyP 2) —t~ =

REPLACE THE ENTIRE |
LENGTH OF 3—STRAND
BARBED WIRE ATOP

FENCE AND GATE. ||..../
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NOTES

. THE CONTRACTOR SHALL INSTALL A BERM AND

SWALE DRAINAGE SYSTEM PER DRAWING CAE-B—
211-C02. ROUTING IS APPROXIMATE AND CAN BE
ADJUSTED.

. CONTRACTOR SHALL INSTALL A CULVERT SYSTEM

PER DRAWING CAE-B-211-CO03. CULVERT
INSTALLATION SHALL INCLUDE CONCRETE
HEADWALLS AND BASINS PER THE DETAILS

. THIS DRAWING SHOWS APPROXIMATE GRAVELING

LAYOUT. UPON COMPLETION OF CULVERT
INSTALLATION AND SWALE/BERM INSTALLATION,

THE CONTRACTOR SHALL INSTALL 4" OF CRUSHER=-
RUN TYPE GRAVEL ATOP THE PLOT PER THE
LAYOUT ON DRAWING CAE-B-211-C02.

. INSTALL GRAVEL ALONG THE INSIDE OF THE FENCE,

AND INSTALL EARTH REMOVED FROM THE CATCH
BASINS TO OUTSIDE THE FENCE IN THIS AREA SO
AS TO RESTORE GRADE TO ORIGINAL
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INSTALL GRAVEL AND _
FILL IN THIS AREA
PER NOTE 4. Fis
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HARGROVE RD (DRT) ===~
O HWY 23 TO PERKINS GREEN FORK RD ——

SCALE IN FEET

EXISTING GRAVEL LAYOUT, TO BE
REGRAVELED AND EXPANDED PER NOTE 3

INSTALL CULVERTS IN THIS
AREA PER NOTE 2

PERKINS GREEN FORK RD N

PERKINS
RCAG SITE

HARGROVE RD
(DIRT), BETWEEN
MM 22 & MM 21
OF HWY 23

VICINITY MAP
NOT TO SCALE

PROPERTY LINE

EXISTING FENCE

UNDERGROUND POWER CABLES (APPROX. LOCATION)
UNDERGROUND TELCO CABLES (APPROX. LOCATION)

UNDERGROUND COAXIAL CABLES (APPROX. LOCATION)
CONTOURS (EXISTING)
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/ REPLACE APPROX 720 LINEAR
4 FEET OF TRIPLE RUNS OF
== BARBED WIRE, ATOP FENCE,
i PER THE SPECIFICATIONS.
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INSTALL GRAVEL TO LIMITS
SHOWN BY HEAVY LINE,
PER NOTE 2.

\| EXISTING GRAVEL LAYOUT,
TO BE REGRAVELED AND
EXPANDED PER NOTE 2

INSTALL AND COMPACT THE EARTH
REMOVED FROM THE SWALE
TO CREATE A 6" HIGH BERM

INSTALL A BERM AND
SWALE PER NOTE 1
AND DETAIL 2 (TYP 2) —

INSTALL GEOTEXTILE FABRIC
- ALONG SWALE'S ENTIRE LENGTH

INSTALL FILL AND GRAVEL IN K HARGROVE RD (DIRT) T —————— =3z
THIS AREA PER NOTE 4.

NOTES

1. INSTALL A BERM AND SWALE SYSTEM SO AS TO DIRECT SURFACE
RUNOFF WATER TOWARD THE CULVERTS. THE BERM SHALL BE
ON THE LOWER ELEVATION SIDE OF THE SWALE S0 AS TO DIRECT
WATER INTO THE SWALE. THE SWALE SHALL HAVE A GEOTEXTILE
FABRIC INSTALLED FOR ITS ENTIRE LENGTH, TOPPED WITH 27 OF
LOOSE GRAVEL.

2. INSTALL 10,000 (+) SF OF 4" DEEP CRUSHER RUN TYPE GRAVEL
TO THE EXTENTS SHOWN. THESE GRAVELING LIMITS INCLUDE
OVERLAYING EXISTING GRAVEL, AS WELL AS NEWLY-GRAVELED
AREAS.

3. INSTALL CULVERTS IN AREAS SHOWN S0 AS TO DIRECT WATER
COLLECTED BY THE SWALES, TO UNDER THE ACCESS ROAD AND
UNDER THE FENCE. CULVERTS SHALL BE ASPHALT-COATED,
CORRUGATED METAL PIPE (CMP), B" DIA, AND 14" (APPROX)

LONG. CULVERTS SHALL HAVE HEAD AND TOE WALLS PER
DRAWING CAE-B-211-C03. CATCH BASINS AND SLOPES SHALL
HAVE 3" OF SHAPED CONCRETE ATOP THEM FOR EROSION CONTROL

4. INSTALL GRAVEL ALONG THE INSIDE OF THE FENCE IN THIS AREA
AS NEEDED, 50 AS TO MATCH ADJACENT GRAVEL. INSTALL FILL
ON THE OUTSIDE OF THE FENCE SO AS TO RESTORE GRADE TO
ORIGINAL. FILL REMOVED FROM THE CATCH BASINS CAN BE USED
FOR THIS PURPOSE, BUT MAY NOT BE ENOUGH. IF SO, FILL SHALL
BE BROUGHT IN FROM OUTSIDE SOURCE.

INSTALL 2" OF LOOSE
GRAVEL ATOP FABRIC

/2 \BERM/SWALE DETAIL

INSTALL CULVERTS IN _.:_m|¥

AREA PER NOTE 3
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CONTOURS (EXISTING)

UNDERGROUND POWER CABLES (APPROX. LOCATION)
UNDERGROUND TELCO CABLES (APPROX. LOCATION)
UNDERGROUND COAXIAL CABLES (APPROX. LOCATION)
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LOCATE AND HAND DIG ON
EITHER SIDE OF POWER
AND TELCO CABLES

CULVERT
(TP 2)

INSTALL TWO CULVERTS
PER NOTE 1

SWALE (TYP 2)

INSTALL CONCRETE BASINS WITH SLOPES
(TYP 2) PER NOTE 2 AND DETAILS

HEADWALL

METER POLE L

REGRAVEL ACCESS ROAD

r TOEWALL

L4
Y

——— INSTALL FOUR CULVERTS
PER NOTE 3

INSTALL 3" THICK CONCRETE
PAD BETWEEN CULVERT
ENDS AND HARGROVE RD

CULVERT
(TYP 2)

EDGE OF /
HARGROVE ROAD

/’ INSTALL TWO 6 X & WOOD POSTS.

NOTES

. THE CONTRACTOR SHALL INSTALL TWO 8" X 14’ CMP CULVERTS

UNDER THE ACCESS ROAD AS SHOWN. SLOPE CULVERTS AT 1"
PER 12'. CULVERTS SHALL BE EMBEDED IN 3" OF CONCRETE
ON ALL SIDES, AND SHALL INCLUDE A 6" HEADWALL AND TOE-
WALL.

. INSTALL CONCRETE-LINED (3" DEPTH) CATCH BASINS AS SHOWN.

BASINS SHALL BE 12" DEEP WITH CONCRETE-LINED, 45° SLOPES.
CONCRETE SHALL BE CONTINUOUS BETWEEN THE BASIN BASE
AND SLOPES, THE HEADWALL AND TOEWALL, SO AS TO PREVENT
FUTURE SEEPAGE AND EROSION.

. INSTALL FOUR 8" X 14' CMP CULVERTS UNDER THE FEMNCE AS

SHOWN. SLOPE THE CULVERTS AT 1" PER 12'. THESE FOUR DO
NOT NEED CONCRETE EMBEDMENT, BUT WILL INCLUDE A 6
HEADWALL IN THE CATCH BASIN. INSTALL A 3" THICK CONCRETE
SPILLWAY AT THE CULVERTS' TOE. CULVERT LOCATION AND
SPACING MAY BE ADJUSTED SO AS TO AVOID FENCE POSTS.

. EMBED 6" OF THE END OF THE SWALE'S GEQTEXTILE FABRIC INTO

THE WET CONCRETE OF THE CATCH BASIN, SO AS TO PERMANETLY
AFFIX [T, AND TO PREVENT FUTURE EROSION.

INSTALL 12" X 34" X 6"
DEEP HEADWALL & TOEWALL

POSTS SHALL BE 3' ABOVE
GRADE AND IMBEDED IN

\\l GRADE

INSTALL 12" X 347 X 67
DEEP HEADWALL & TOEWALL

\| GRADE

/2 \TWO—CULVERT DETAIL

CONCRETE TO 2° BELOW GRADE.

INSTALL 3" THICK CONCRETE

SLOPES IN BASIN AND

40

SWALE, SEE NOTE 4

FOUR—-CULVERT DETAIL

CONNECT TO HEADWALLS

INSTALL 3" THICK CONCRETE
BASES IN BASIN AND CONNECT TO
SLOPES AND HEADWALLS

(TrP. 2) 3

INSTALL 37 THICK CONCRETE
SLOPES IN BASIN AND
CONNECT TO HEADWALLS

INSTALL 3" THICK CONCRETE

1.

BASES IN BASIN AND CONNECT TO
SLOPES AND HEADWALLS
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NOT TO SCALE

BASIN DETAIL
co3 NOT TO SCALE

CULVERTS co
HEADWALL /
\ GRADE
| it

e NOT TO SCALE

NOT TO SCALE

— INSTALL 3" CONCRETE
COVER AROUND CULVERTS

8" CULVERT
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